
www.loganoiltools.com

© 2008 Logan Oil Tools 
1.5M Rev. 1/0608

Series 70 and 150 Overshots

Headquarters
11006 Lucerne Street
Houston, TX 77016
Tel: 	 (281) 219-6613
Fax: 	(281) 219-6638

sales@loganoiltools.com

United States
California
3155 Pegasus
Bakersfield, CA 93308
Tel: 	 (661) 387-1449
Fax: 	(661) 387-1624

Louisiana
103 Bluffwood Drive
Broussard, LA 70518
Tel: 	 (337) 839-2331
Fax: 	(337) 839-2334

118 Common Court
Houma, LA 70360
Tel: 	 (985) 868-7333
Fax: 	(985) 868-7007

Oklahoma
424 South Eagle Lane
Oklahoma City, OK 73128
Tel: 	 (405) 782-0625
Fax: 	(405) 782-0760

Mississippi
6 Donald Drive
Laurel, MS 39440
Tel: 	 (601) 649-0636
Fax: 	(601) 649-6909

Texas
101 Commerce Street
Alice, TX 78332
Tel: 	 (361) 396-0139
Fax: 	(361) 396-0112

1305 Energy Drive
Kilgore, TX 75662
Tel: 	 (903) 984-6700
Fax: 	(903) 984-6755

1617 South Viceroy
Odessa, TX 79763
Tel: 	 (432) 580-7414
Fax: 	(432) 580-7656

Utah
1369 South 1100 East
Vernal, UT 84078
Tel: 	 (435) 781-2856
Fax: 	(435) 781-2858

stocking distributors
Canada
Lee Oilfield Fishing Tools Ltd.
4604 Eleniak Road NW 
Edmonton, AB T6B2S1
Canada 
Tel:	 (780) 440-6705 
Fax:	 (780) 463-5570 

Dubai
Woodhouse International 
P.O. Box 23724
Dubai, UAE
Tel: 	 971-4-347-2300
Fax: 	971-4-347-4642

Scotland
Smith Services, HE Group 
Howe Moss Avenue
Dyce, Aberdeen
Scotland AB21 OGP
Tel: 	 44-1224-770707
Fax: 	44-1224-724182











4  •  Logan Series 70 Short Catch Overshots

Series 70 Short Catch Overshots 

Logan Oil Tools reserves the right to change or discontinue designs without notice.

Notes: Grapples are available in 1/16" intervals.

Logan Coding
A = FS	 Full Strength – For all pulling torsional and jarring strain
B = XFS	 Extra Full Strength – For extreme abuse	
C = SFS	 Semi Full Strength – Maximum strength for special hole conditions 
D = SH	 Slim Hole – For heavy pulling strains only
E = XSH	 Extra Slim Hole – For pick up jobs only

Recommended Spare Parts:
(1) 2 Grapples, 1 Control

When ordering, please specify:
(1)	Complete assembly or part number	
(2)	Top Sub connection		
(3)	Size and type of fish to be caught	
(4)	O.D., if other than standard

 

MAXIMUM CATCH SIZE (Basket)	 		  4-3/4	 6	 6-1/4   	 6-1/2 	 7	 7-3/4	 8
OVERSHOT O.D.			   6-5/8 	 7-5/8 	 7-7/8	 8-1/4	 8-1/2	 9-1/4	 9-3/4
TYPE			   FS	 FS	 FS	 FS	 FS	 FS	 FS 
COMPLETE ASSEMBLY	 Logan Part No.	 170-663-A	 170-763-A	 170-787-A	 170-825-A	 170-850-A	 170-925-A	 170-975-A 
	 Bowen No.		  11303	 11630	 16975	 38939	 20050	 25030	 20060

TOP SUB	 Logan Part No.	 C1011	 C1012	 C1013	 C1014	 C1015	 C1016	 C1017 
	 Bowen No.		  11304	 11631	 16976	 38940	 20051	 25031	 20061
BOWL	 Logan Part No.	 C2011	 C2012	 C2013	 C2014	 C2015	 C2016	 C2017 
	 Bowen No.		  11305	 11632	 16977	 38941	 20052	 25032	 20062
BASKET GRAPPLE	 Logan Part No.	 C3011	 C3012	 C3013	 C3014	 C3015	 C3016	 C3017 
	 Bowen No.		  11306	 11633	 16978	 38942	 20053	 25033	 20063
BASKET GRAPPLE CONTROL	 Logan Part No.	 C4011	 C4012	 C4013	 C4014	 C4015	 C4016	 C4017
	 Bowen No.		  11307	 11634	 16979	 38943	 20054	 25034	 20064	

 

MAXIMUM CATCH SIZE (Basket)	 		  9	 13-1/2
OVERSHOT O.D.			   11-1/4 	 16
TYPE			   FS 
COMPLETE ASSEMBLY	 Logan Part No.	 170-1125-A	 170-1600-A 
	 Bowen No.		  33878	 …

TOP SUB	 Logan Part No.	 C1018	 C1019 
	 Bowen No.		  33879	 …
BOWL	 Logan Part No.	 C2018	 C2019 
	 Bowen No.		  33880	 …
BASKET GRAPPLE	 Logan Part No.	 C3018	 C3019 
	 Bowen No.		  33881	 …
BASKET GRAPPLE CONTROL	 Logan Part No.	 C4018	 C4019
	 Bowen No.		  33882	 …



Series 70 Short Catch Overshots 

Notes:  	
1) 	All strengths are calculated theoretical yield points and are accurate within 20%. All strengths assume a straight, steady pull and  
	 full grapple engagement of a round fish. Anything less than straight pulling or full engagement will substantially reduce the strength.  

2)	No tong marks should be applied to the bowl. Tong marks and other surface damage to the bowl will also reduce the strength.

3) 	Maximum recommended makeup torque is 50% of yield. Less torque may be used depending upon the situation.

4)	Jarring may amplify the pull load by a factor of 3 to 10.
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Calculated strengths

MAXIMUM CATCH SIZE (Basket)	 		  4-3/4	 6	 6-1/4   	 6-1/2 	 7	 7-3/4	 8
OVERSHOT O.D.			   6-5/8 	 7-5/8 	 7-7/8	 8-1/4	 8-1/2	 9-1/4	 9-3/4
COMPLETE ASSEMBLY	 Logan Part No.	 170-663-A	 170-763-A	 170-787-A	 170-825-A	 170-850-A	 170-925-A	 170-975-A 
	 Bowen No.		  11303	 11630	 16975	 38939	 20050	 25030	 20060
BOWL	 Logan Part No.	 C2011	 C2012	 C2013	 C2014	 C2015	 C2016	 C2017 
	 Bowen No.		  11305	 11632	 16977	 38941	 20052	 25032	 20062
BASKET GRAPPLE LOAD CAPACITY @ YIELD POINT (LBS):
    MAX. CaPACITY WITH STOP		  	 579,400	 358,000	 349,200	 …	 285,100	 …	 …
    MIN. CAPACITY Without Stop	 		  720,600	 445,300	 445,700	 445,100	 373,700	 391,700	 445,100
MAX. MAKE-UP TORQUE 50% OF YIELD (FT/LBS)	 …	 12,500	 …	 22,000	 24,200	 27,800	 30,800

MAXIMUM CATCH SIZE (Basket)	 		  3-21/32	 3-21/32	 3-3/4 	 3-3/4 	 4-1/4 	 4-3/4 	 5-1/4
OVERSHOT O.D.			   4-11/16	 5-5/8 	 4-3/4 	 5-1/2 	 5-3/4 	 5-7/8 	 6-1/4
COMPLETE ASSEMBLY	 Logan Part No.	 170-468-D	 170-563-A	 170-475-D	 170-550-A	 170-575-A	 170-587-D	 170-625-D 
	 Bowen No.		  10543	 11297	 12645	 12785	 13065	 10560	 14805
BOWL	 Logan Part No.	 C2005	 C2006	 C2007	 C2008	 C2009	 C2010	 C20105 
	 Bowen No.		  10545	 11299	 12646	 12787	 13067	 10562	 14807
BASKET GRAPPLE LOAD CAPACITY @ YIELD POINT (LBS):
    MAX. CaPACITY WITH STOP		  	 197,600	 635,700	 267,100	 504,500	 467,400	 306,200	 …
    MIN. CAPACITY Without Stop	 		  197,600	 790,500	 267,100	 558,100	 575,600	 348,200	 319,700
MAX. MAKE-UP TORQUE 50% OF YIELD (FT/LBS)	 5,000	 …	 …	 …	 7,400	 …	 8,100

MAXIMUM CATCH SIZE (Basket)	 		  1-5/8 	 2-1/2 	 2-5/8 	 3-1/16	 3-1/16	 3-1/16	 3-3/8
OVERSHOT O.D.			   2-5/16	 3-5/8	 3-3/4	 3-15/16	 4-5/8	 4-1/8	 4-3/8
COMPLETE ASSEMBLY	 Logan Part No.	 170-231-D	 170-363-D	 170-375-D	 170-394-D	 170-463-A	 170-413-D	 170-438-D 
	 Bowen No.		  38506	 17615	 13535	 63892	 11290	 10434	 C-11023
BOWL	 Logan Part No.	 C2000	 C2001	 C2002	 C20025	 C2003	 C2004	 C20045 
	 Bowen No.		  38508	 17617	 13537	 63894	 11291	 10436	 B-11025
BASKET GRAPPLE LOAD CAPACITY @ YIELD POINT (LBS):
    MAX. CaPACITY WITH STOP		  	 …	 …	 239,800	 …	 398,100	 212,700	 …
    MIN. CAPACITY Without Stop	 		  85,200	 263,600	 239,800	 224,600	 398,100	 212,700	 250,300
MAX. MAKE-UP TORQUE 50% OF YIELD (FT/LBS)	 600	 2,550	 2,800	 …	 …	 4,000	 4,600

MAXIMUM CATCH SIZE (Basket)	 		  9	 13-3/8
OVERSHOT O.D.			   11-1/4 	 16
COMPLETE ASSEMBLY	 Logan Part No.	 170-1125-A	 170-1600-A 
	 Bowen No.		  33878	 …
BOWL	 Logan Part No.	 C2018	 C2019 
	 Bowen No.		  33880	 …
BASKET GRAPPLE LOAD CAPACITY @ YIELD POINT (LBS):
    MAX. CaPACITY WITH STOP		  	 …	 …
    MIN. CAPACITY Without Stop	 		  874,800	 …
MAX. MAKE-UP TORQUE 50% OF YIELD (FT/LBS)	 42,000	 55,500




